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SCALE:  1/16" = 1'-0"
MECHANICAL DEMOLITION LOCATION

SHEET NOTES:

1 SEE LARGE SCALE SHEET MD401 FOR
THIS AREA.

2 EXISTING STUDENT CENTER.
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SHEET NOTES:

1 EXISTING AIR HANDLING UNIT SHALL REMAIN.

2 REMOVE EXISTING CHILLER AND ALL
ASSOCIATED ELECTRICAL ,CONTROLS, PIPING
ETC.

3 REMOVE EXISTING WATER AND AIR COOLED
CONDENSING UNIT AND ALL ASSOCIATED
ELECTRICAL, CONTROLS, PIPING ETC.

4 REMOVE EXISTING REFRIGERANT PIPING
HANGERS ETC.

5 REMOVE EXISTING TREATED WATER SUPPLY
AND RETURN FOR CONDENSING UNIT PRE-COOL
EVAPORATIVE COIL.

6 REMOVE EXISTING PUMPS.

7 EXISTING CHILLED WATER PIPING SHALL
REMAIN.

8 REMOVE EXISTING AIR SEPARATOR.

9 REMOVE EXISTING EXPANSION TANK ALONG
WITH PIPING.

10 EXISTING SOFTENERS AND BRINE TANK SHALL
REMAIN.

11 EXISTING WALL SHALL REMAIN.

12 EXISTING METAL FENCE AND GATE SHALL
REMAIN.

13 REMOVE WATER TREATMENT EQUIPMENT AND
WATER PIPING, HANGERS, ELECTRICAL ETC.

14 CHILLER ROOM ACCESS DOOR 6'-0".

15 EXISTING STAIRS TO CHILLER ROOM.

16 REMOVE EXISTING POT FEEDER AND PIPING.
CAP PIPING AT MAIN CONNECTIONS.

17 REMOVE EXISTING CHILLED WATER PIPING,
HANGERS ETC.

18 EXISTING CONCRETE PAD SHALL REMAIN.

19 EXISTING CULINARY WATER SHALL REMAIN.

20 EXISTING HANDRAIL TO REMAIN.
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SCALE: NONE

WATER AND AIR
COOLED CONDENSING UNIT

SCALE: NONE

EXTERIOR PIPING AND
EQUIPMENT DEMOLITION

SCALE: NONE

EXTERIOR WALL
AND GATE ENTRANCE

SCALE: NONE

EXTERIOR PIPING DEMOLITION
SCALE: NONE

EXISTING CULINARY WATER
AND TREATED WATER TO AIR
& WATER COOLED CONDENSING UNIT

SCALE: NONE

EXTERIOR PIPING DEMOLITION
SCALE: NONE

EXTERIOR DEMOLITION

SCALE: NONE

EXISTING CHILLER AND PIPING
SCALE: NONE

EXISTING AIR HANDLING
UNIT,PUMPS AND PIPING
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SCALE:  1/4" = 1'-0"
LARGE SCALE MECHANICAL DEMOLITION FLOOR PLAN

SHEET NOTES:

1 REMOVE EXISTING CHILLER INCLUDING
REFRIGERANT PIPING, TRAPS,
ELECTRICAL AND ALL ASSOCIATED
EQUIPMENT ETC. EXISTING PAD SHALL
REMAIN.

2 REMOVE EXISTING REFRIGERANT
PIPING, HANGERS ETC.

3 REMOVE EXISTING CHILLED WATER
PUMPS.

4 REMOVE EXISTING FLOOR MOUNTED
EXPANSION TANK AND PIPING.

5 REMOVE EXISTING AIR SEPERATOR.

6 CHILLED WATER COIL SHALL REMAIN.

7 REMOVE CHILLED WATER RETURN
PIPING TO THIS POINT.

8 REMOVE CHILLED WATER SUPPLY
PIPING TO THIS POINT.

9 EXISTING AIR HANDLING UNIT SHALL
REMAIN.

10 EXISTING CONTROL VALVE SHALL
REMAIN.

11 EXISTING WATER SOFTENER AND
BRINE TANK SHALL REMAIN.

12 EXISTING FLOOR SINK SHALL REMAIN.

13 EXISTING CHILLED WATER RETURN
PIPING SHALL REMAIN.

14 EXISTING CHILLED WATER SUPPLY
PIPING SHALL REMAIIN.

15 REMOVE EXISTING AIR AND WATER
COOLED CONDENSING UNIT INCLUDING
EXISTING WATER PIPING, ELECTRICAL,
CONTROLS, SUPPORTS,
REFRIGERANTS AND PIPING AND ALL
OTHER ASSOCIATED ITEMS.

16 EXISTING ELECTRICAL TRANSFORMER
SHALL REMAIN.

17 EXISTING ACCESS GATE.

18 EXISTING CHAIN FENCE.

19 EXISTING ELECTRICAL PANEL M1. SEE
SHEET EE101.

20 STAIRS FROM CHILLER AREA TO
GRADE.

21 6'-0" ACCESS DOOR TO CHILLER ROOM.

22 EXISTING EXTERIOR WALL.

23 EXISTING SWITCH BOARD, PANEL AND
MAIN SWITCH.

24 REMOVE EXISTING TREATED WATER
SUPPLY AND RETURN PIPING SERVING
THE EVAP. COIL IN REMOVED
CONDENSER UNIT. (ONE ON TOP OF
THE OTHER.)

25 REMOVE EXISTING CHEMICAL POT
FEEDER AND CAP PIPING NEXT TO
CHILLED WATER PIPING.

26 REMOVE EXISTING PUMP STARTERS
AND DISCONNECTS. STRUCTURAL
SUPPORTS SHALL REMAIN. REVISIONDATEMARK
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NOTE:
SEE PHOTOGRAPHS OF THIS
AREA SHEET MD102 FOR
CLARIFICATION OF DEMOLITION



SCALE:  1/4" = 1'-0"
LARGE SCALE MECHANICAL FLOOR PLAN AND SECTION

1 PROVIDE NEW AIR COOLED CHILLER.
MOUNT ON NEW 4" THK CONCRETE
PAD. SEE PAD CONNECTION TO
EXISTING CONCRETE FLOOR DETAIL
C4/ME501.

2 PROVIDE NEW 4" CHWS.

3 PROVIDE NEW 4" CHWR.

4 PROVIDE NEW 42" DIA. X 6'-0" HIGH
TANK. SEE DETAIL B4/ME501. MOUNT
ON EXISTING CHILLER PAD.

5 CONNECT NEW CHWS TO EXISTING
CHWS AT THIS LOCATION. FIELD
VERIFY EXACT LOCATION.

6 CONNECT NEW CHWR TO EXISTING
CHWR AT THIS LOCATION. FIELD
VERIFY EXACT LOCATION.

7 PROVIDE NEW AIR SEPARATOR AND
RELOCATE AS SHOWN. SEE DETAIL
C4/ME502.

8 PROVIDE NEW FLOOR MOUNTED
EXPANSION TANK. SEE A4/ME502.

9 PROVIDE NEW CHILLED WATER PUMPS
P-1 AND P-2.

10 EXISTING AIR HANDLING UNIT SHALL
REMAIN.

11 EXISTING EXTERIOR WALL SHALL
REMAIN.

12 EXISTING SOFTENERS AND BRINE
TANK SHALL REMAIN.

13 EXISTING ELECTRICAL TRANSFORMER
SHALL REMAIN.

14 EXISTING CONCRETE PAD SHALL
REMAIN.

15 EXISTING ELECTRICAL PANEL M1. SEE
SHEET EE101.

16 EXISTING MAIN SWITCH, PANEL ETC.
SEE SHEET EE101.

17 EXISTING FLOOR SINKS.

18 EXISTING MAKE-UP WATER SHALL
REMAIN. RECONNECT INTO NEW CHWR.

19 PROVIDE NEW GLYCOL TANK AND
PUMP. PROVIDE 1/2" GLYCOL SUPPLY
TO CHWR. SEE DETAIL C2/ME501.

20 ROUTE NEW PIPING UNDER AIR
COOLED CHILLER.

21 EXISTING ACCESS GATE AND METAL
FENCE.

22 NEW ACCESS LADDER WITH GUARD.
SEE LADDER DETAIL A1 & B1/ME502.

23 4" BUTTERFLY VALVE.

24 1-1/4" DRAIN LINE WITH UNION, BALL
VALVE AND HOSE END.

25 BUILDING EXTERIOR WALL.

26 PROVIDE THERMOMETER.

27 PROVIDE 4" FLG'D STRAINER WITH
BLOW-OFF VALVE AND CAP.

28 PROVIDE FLOW SWITCH-FLOW SWITCH
PROVIDED BY CHILLER
MANUFACTURER AND INSTALLED BY
CONTRACTOR.

29 PROVIDE 4" FLG'D FLEXIBLE
CONNECTION.

30 PROVIDE PRESSURE GAUGE WITH
SHUT-OFF VALVE AND SNUBBER.

31 PROVIDE NEW PIPING SUPPORTS
COMPRISING OF 1-5

8" UNISTRUT WITH
PIPING CLAMP. USE EXPANSION BOLT
TO SECURE UNISTRUT TO EXISTING
CONCRETE  AND BLOCK WALLS.

32 PROVIDE NEW 4" THK CONCRETE PAD.
SEE DETAIL C4/ME501.

33 EXISTING STAIRS TO GRADE.

34 CORE DRILL THROUGH EXISTING
CONCRETE WALL FOR NEW PIPING.
SEAL WITH LINK SEAL. SEE DETAIL
C3/ME502.

35 EXISTING 6" CONCRETE SLAB.

36 AIR VENT (MANUAL) CONSISTING OF
3/4" THRED-O-LET, NIPPLE, BALL VALVE
AND NIPPLE.

37 EXISTING HAND RAILS AND POST
SHALL REMAIN.

38 3/4" AIR RELIEF PIPING FROM NEW
EXPANSION TANK TO CONNECTION TO
EXISTING PIPING.
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4"

6" MIN.

EXISTING EXTERIOR
CONCRETE SLAB 2-

1/
2"

4"

4"
NEW CONCRETE
HOUSEKEEPING PAD

#4 DOWELS EPOXY GROUTED
INTO EXISTING CONCRETE SLAB
AT 24" O.C. 4" FROM EDGE (TYP.)

CHILLER PAD SHALL
BE 4".

SCALE: NONE

T

1

42"Ø x 72"H GALVANIZED ASME
125# RATED CHILLED
WATER STORAGE TANK

EXISTING HOUSEKEEPING PAD

15"x11" MANWAY
WITH HANDLE

(3) 2-1/2"x2-1/2"x3/16"
ANGLE LEGS WELDED
TO TANK.

(3) 4"x4"x1/4" STEEL
PLATE W/3/4"Ø HOLES

PIPE

SCALE: NONE

LOCKING NUT

SUPPORT NUT

HANGER ROD

PIPE

TO PIPE
HANGER

SUPPORT NUT

LOCKING NUT

CALCIUM SILICATE BLOCK

SINGLE HORIZONTAL RUNS WITH
VAPOR BARRIER INSULATION

16 GA. ZINC COATED SHEET STEEL
SADDLE AT LEAST 12" LONG (TYP)

MOUNT PIPING TO WALL USING
UNISTRUT TYPE HANGERS

ATTACH TO
STRUCTURE

GLYCOL FEED SYSTEM
SCALE: NONEC2

50 GALLON
CLEAR POLY
TANK

NOTE:
COORDINATE WITH ELECTRICIAN
TO PROVIDE GFCI DUPLEX
OUTLET FOR GLYCOL FEED PUMP.

CLOSED RECIRCULATING CHILLED WATER GLYCOL
SYSTEM PUMP SUCTION SIDE.

BALL VALVE.

CHECK VALVE.

SOLENOID VALVE.

PRESSURE SWITCH CHILLED WATER.

CONTROL PANEL MOUNTED ON TANK
SUPPORT STAND.

MANUAL WATER MAKE-UP FILL LINE WITH 1"
AIR GAP TO TANK. CONNECT TO EXISTING COLD
WATER SUPPLY TO SOFTENER OR WATER
SUPPLY TO REMOVED CHEMICAL FEED SYSTEM.

LOW LEVEL SWITCH.

PUMP AND SUCTION PIPING WITH BALL VALVE
AND STRAINER SHALL BE PART OF PACKAGE.

1/2" DISCHARGE PIPING.

THRED-O-LET SIZE AS REQUIRED FOR PRESSURE
SWITCH.

1/2" THRED-O-LET.

MOUNT ON EXISTING CONCRETE FLOOR
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1/2"

1/2"

1/2"

1"

GF

G
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SV

PS PAD SHALL BE LEVEL AS
POSSIBLE FOR THE
PLACEMENT OF THE CHILLER

PROVIDE PIPE CLAMPS
WITH BOLTS AND NUTS

CALCIUM SILICATE
BLOCK

CALCIUM SILICATE
BLOCK

BOLT UNISTRUT TO BLOCK
WALL AND CONCRETE USING
EXPANSION BOLTS

ATTACH TO CHILLER
STRUCTURE

SPRING TYPE ISOLATOR
FOR INSTALLATION NEAR
CHILLER AND PUMPS

4"- BUTTERFLY
VALVE

1-1/4" DRAIN WITH CONBRACO APOLLO 78-100
DRAIN VALVE, HOSE CONNECTION AND CAP.

5/8"Ø x 3" LONG EXPANSION BOLTS
WITH LOCK WASHERS AND NUTS (3)
REQUIRED. DRILL INTO
EXISTING CONCRETE PAD.

4"  FLANGED
OUTLET

DRAIN CONNECTION CONSISTING OF
3/4" THRED-OLET, NIPPLES, BALL
VALVE WITH HOSE END AND CAP

CONNECT TO
EXISTING PUMP
SUCTION

4"

CHILLED WATER PIPING
SCALE: NONEB2

CHILLER EVAPORATOR

DRAIN CONSISTING OF THRED-O-LET,
NIPPLE, BALL VALVE, HOSE
CONNECTION AND HOSE END WITH
CAP. TYPICAL OF TWO.

SUPPORT PIPING UNDER CHILLER
FROM CHILLER STRUCTURE WITH
HANGERS OR FROM CONCRETE PAD
WITH UNISTRUT, BASE AND CLAMPS.

CHWR

CHWS

4" BREAK-A-WAY FLANGES FOR
MAINTENANCE- TYP.

4" FLEXIBLE CONNECTOR-4" FLG'D TYP
OF TWO.

4" STRAINER- 4" FLG'D WITH BLOW OFF
VALVE AND CAP. SUPPLIED BY
CHILLER MANUFACTURER INSTALLED
BY CONTRACTOR. IF NOT SUPPLIED BY
CHILLER MANUFACTURER,
CONTRACTOR SHALL PROVIDE.
VERIFY.

4"

4"

4"

PRESSURE GAUGE WITH SHUT-OFF
AND SNUBBER. TYP. OF TWO.

4" BUTTERFLY VALVE. TYP. OF TWO.

4"

4"

CHWR CONNECT TO NEW CHWS FROM
CHILLED WATER COIL

CHWR

2

13

F
FLOW SWITCH, PROVIDED BY CHILLER
MANUFACTURER INSTALLED BY
CONTRACTOR

THERMOMETER WITH WELL

THERMOMETER 0°F TO 100°F

4" FLANGED INLET

4" BUTTERFLY VALVE

CLEVIS HANGERCLEVIS HANGER
SINGLE HORIZONTAL RUNS

VAPOR BARRIER
INSULATION

16 GAGE ZINC COATED
SHEET STEEL SADDLE
AT LEAST 12" LONG.

HEAVY DUTY
CLEVIS HANGER
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HIGH CAPACITY AUTOMATIC
AIR VENT

4" CHWR
SYSTEM INLET

SEISMIC BRACING
STRAP.

SUPPORT FROM EXISTING OVERHEAD
STRUCTURAL SUPPORTS.

INSULATED WITH
SHIELD (TYP.)

STANDARD CLEVIS
ASSEMBLY

INSULATION
LINE

UNION

1" BLOWDOWN LINE

BALL VALVE, HOSE CONNECTION
AND CAP. CONBRACO APOLLO 78-100

BLOWDOWN LINE
CONNECTION

SCALE: NONE
AIR SEPARATOR DETAILC4

4" CHWR
SYSTEM OUTLET

AS

1

DETAIL NOTES:

CONNECT TO SIDE OF EXISTING AIR RELIEF
PIPING.

SHUT OFF BALL VALVE. REQUIRED TO
PROPERLY PRECHARGE TANK.

DRAIN VALVE.

AUTOMATIC AIR VENT. BELL & GOSSETT MODEL
#7 OR #87.

ANTI-THERMO-SYPHON LOOP.  12" MINIMUM
DROP.

MOUNT ON EXISTING FLOOR IN SAME PLACE AS
EXISTING REMOVED TANK.

PRESSURE GAUGE -O- 60 PSIG WITH GUAGE
COCK.

3/4"

3/4"

INSULATE TANK AND
PROVIDE METAL JACKET

EXPANSION TANK DETAILA4 SCALE: NONE

7

BOLT CIRCLE,
PROVIDE BOLTS
WITH NUTS.
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HWS

3/4"

SCALE: 3/8" = 1'-0"
STAIR AND LADDER DETAILA1

B1- DETAIL NOTES:

STRINGERS SHALL BE 2"x1/2".

PROVIDE 1-1/4" DIAM. STD. PIPE SAFETY GUARD.

3/4" DIAM. RUNGS AT 12" O.C. START AT TOP
RUNG. CENTER LINE OF TOP RUNG TO LINE
WITH TOP OF WALL.

PROVIDE 1-1/2"x1-1/2"x1-1/2" TEE FOR SAFETY
GUARD BAR.

PAINT LADDER, RUNGS ETC. BLACK.

2"x2"x3/8" CHANNEL WELDED TO LADDER
STRINGERS AND LADDER SUPPORT.

4"x3/8" PLATE WELDED TO CHANNEL AND
EXISTING 1-1/4" HAND RAIL.

EXISTING 1-1/4" DIAM. HAND RAIL.

NEW 1-1/4" DIAM. HAND RAIL WELDED TO
EXISTING HANDRAIL.

1-1/4" PIPE CAPS.

NEW STOP FOR SAFETY GUARD. SEE DETAIL
B1/ THIS SHEET.

EXISTING CONCRETE FLOOR.

1

2

3

4

5

6

7

8

LINK-SEAL TYPE
WALL PENETRATION
SEAL

LINK-SEAL TYPE
WALL SLEEVE

PIPE SLEEVE
THROUGH WALL DETAILC3 SCALE: NONE

4" CHWS &
CHWR

EXISTING WALL

9

10

11

12

SCALE: NONE
STOP FOR SAFETY GUARD DETAILB1

3/4"x1/2" REDUCER

CHARGING VALVE BY
TANK MANUFACTURER

3/4"

3/4"

PLAN

A1- DETAIL NOTES:

STRINGERS SHALL BE 2"x1/2".

BEND STRINGERS AT BOTTOM FOR 6" LONG
FOOT.

CUT AND CAP EXISTING RAILS.

3/4" DIAM. RUNGS AT 12" O.C. START AT TOP
RUNG. CENTER LINE OF TOP RUNG TO LINE
WITH TOP OF WALL.

4"x3/8"x15" LONG PLATE STRINGER SUPPORTS.
BEND PLATE TO FORM 9"x4" LEGS.

5/8" EXPANSION BOLTS INTO EXISTING
CONCRETE SLAB AND WALL. PROVIDE 11/16"
HOLES IN CENTER OF PLATE.

PUNCH HOLES IN LADDER STRINGERS TO SUIT
RUNGS. WELD RUNGS TO STRINGERS ON
OUTSIDE OF STRINGERS. GRIND SMOOTH ON
OUTSIDE OF STRINGERS TO A SMOOTH
SURFACE.

PAINT LADDER, RUNGS ETC. BLACK.

EXISTING 1-1/4" DIAM. HAND RAIL.

1-1/4" PIPE CAPS.

EXISTING CONCRETE FLOOR.

SEE B1/THIS SHEET FOR PLAN VIEW TOP OF
LADDER.

1

2

3

4

5

6

7

8

9

10

11

12

5"

BAR MATERIAL

1-1/2"x1/4"

1/4"3-
1/

4"

1-1/2"

3/4" R

13/16" R

WHEN HANDRAIL ENDS AT STOP
WELD TO END OF PIPE.

WHEN HANDRAIL IS CONTINUOUS WELD
TO TOP OF PIPE.
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3/4"Ø
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4"Ø

4"Ø

4X3 REDUCER

4"Ø

3/4"Ø

4"Ø

4"Ø

CHWR

4"Ø

CHILLED WATER FLOW SHEET
SCALE = NONEA3

FLOOR FLOOR

SHEET NOTES:

1 EXISTING CHILLED WATER PIPING
SERVING EXISTING COIL SHALL
REMAIN.

2 EXISTING AIR HANDLING UNIT WITH
CHILLED WATER COIL SHALL REMAIN.

3 EXISTING CHEMICAL POT FEEDER
TREATMENT SYSTEM SHALL BE
REMOVED. CAP AT MAIN.

4 CONNECT NEW CHILLED WATER PIPING
INTO EXISTING CHILLED WATER PIPING
SERVING THE CHILLED WATER COIL.

5 PROVIDE NEW FLOOR MOUNTED
EXPANSION TANK. SEE DETAIL
A4/ME502.

6 PROVIDE NEW AIR SEPARATOR. SEE
DETAIL C4/ME502

7 PROVIDE NEW CLOSE COUPLED BASE
MOUNTED PUMPS.

8 MOUNT NEW AIR COOLED CHILLER ON
NEW 4" THK PAD WITH VIBRATION
ISOLATORS. ANCHOR ISOLATORS TO
NEW CONCRETE PAD.

9 EXISTING MAKE-UP WATER PRV
STATION AND BACKFLOW PREVENTER
SHALL REMAIN.

10 FLOW SWITCH BY CHILLER
MANUFACTURER. INSTALL PER
MANUFACTURERS RECOMMENDATIONS
BY CONTRACTOR.

11 WATER TEMPERATURE SENSOR.
COORDINATE WITH ATC CONTRACTOR.

12 PROVIDE NEW CHILLED WATER SUPPLY
AND RETURN PIPING FROM NEW
CHILLER TO EXISTING CHILLED WATER
SUPPLY AND RETURN PIPING IN
CHILLER ROOM.

13 1-1/4" DRAIN CONNECTION TO FLOOR.

14 PROVIDE NEW CHILLED WATER
STORAGE TANK. SEE DETAIL B4/ME501.

15 PROVIDE NEW CONCRETE PAD. SEE
DETAIL CA/ME501.

16 PROVIDE NEW AIR COOLED CHILLER
SEE SCHEDULE ME601.

17 PROVIDE NEW SUCTION DIFFUSERS.
FIELD VERIFY SIZE.

18 EXISTING CONCRETE HOUSEKEEPING
PAD.

19 CONNECT NEW CHILLED WATER PIPING
INTO EXISTING AS SHOWN.

20 PROVIDE NEW AIR RELIEF PIPING AND
CONNECT TO EXISTING.

21 PROVIDE NEW CONNECTION BETWEEN
EXISTING PIPING AND NEW PUMPS.
VERIFY SIZE OF EXISTING PIPING AND
REDUCERS.

22 CHARGING VALVE SUPPLIED BY TANK
MANUFACTURER.

23 NEW OPENINGS, SLEEVES AND LINK
SEALS. SEE DETAIL C3/ME502.

24 BUTTERFLY VALVE.

25 BALL VALVE.

26 UNION.

27 PRESSURE GAUGE.

28 AUTO AIR VENT.

29 EXISTING AIR RELIEF PIPING.

30 3/4"x1/2" REDUCER.

31 ANIT-SIPHON LOOP.

32 MANUAL AIR VENT CONSISTING OF 3/4"
THRED-O-LET, NIPPLE, BALL VALVE,
AND DISCHARGE PIPING TURNED
DOWN.

33 SOLENOID VALVE.

34 CHECK VALVE.

35 PRESSURE SWITCH.

36 1/2" THRED-O-LET.

37 50 GAL. GLYCOL STORAGE TANK AND
PUMP PACKAGE INCLUDING SUCTION
PIPING WITH BALL VALVE AND
STRAINER.

38 THERMOMETER WITH WELL.

CH
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CHWS

CHWR

CHWS

C
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4"Ø

4"Ø
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4"Ø

4"Ø4"Ø
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GF GF
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1/2"Ø
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1/2"Ø SV



SHEET NOTES:

1 EXISTING ITE SWITCHBOARD FC-1- SERIES 6,
208Y/120-1600 AMP, 3 PHASE/4 WIRE SO#
19-88007-01-DATE 6/87.

2 PANEL KF-200A

3 PANEL KD-200A

4 PANEL KC-200A

5 PANEL KB-200A

6 PANEL KA-200A

7 PANEL B1 & C1-200A

8 PANEL L4-100A

9 PANEL L4-100A

10 PANEL L3-100A

11 PANEL L3-100A

12 PANEL L2-100A

13 PANEL L-1-100A

14 SPARE

15 PANEL M1-600A

16 DISHWASHER-400A

17 MAIN SWITCH

18 PANEL M1-ITE TYPE VERONICA B-6 SERIES 6,
208/600 AMP. SO# 19.88007-02, DATE 11/87

19 EC-1-30A

20 AIR COMPRESSOR-30A

21 PUMP P-1-60A

22 PUMP P-2-60A

23 COOLING TOWER/CONDENSING UNIT-60A

24 SOUTH DINING RTU-100A

25 AIR HANDLING UNIT-200A

26 CHILLER-400A
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SCALE: NONE

EXISTING ITE SWITCHBOARD FC-1
SCALE: NONE

EXISTING ITE SWITCHBOARD FC-1

SCALE: NONE

EXISTING PANEL M1
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1
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15

98

10 11

12

13

16 17

18

20

22

24

14

14

25

26

14 14

19

21

23

NOTES:

DESIGN BUILD ELECTRICAL CONTRACTOR
SHALL COORDINATE BETWEEN EXISTING
PANELS WITH EXISTING EQUIPMENT REMOVED
AND NEW EQUIPMENT INSTALLED AND
AVAILABLE AMPS.
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